
LITTLE DAVID® DELIVERS HIGH-PERFORMANCE PACKAGING EQUIPMENT.

PERFORMANCE & DESIGN FEATURES:

HIGH PERFORMANCE & EFFICIENT
Pneumatic case folding

PLC Controlled

Indexing Gate and Box Jam Indicator

More extensive box range then 
competing machines

Standard top squeezer

Up to 100ft a minute

Energy Saving Mode

VERSATILE & USER FRIENDLY
Operator controls and adjustments on 
both sides of the machine

Safety Panel in folding area

Capable of running 2” and 3” tape in 
same machine

Adjustable conveyor height

INDUSTRIAL DESIGN & 
EASY MAINTENANCE
Fully Welded base frame

Compact Footprint

Quick Change Belts

Pneumatically tensioned belts make 
them adjustment free

www.MillerBevco.com

LITTLE DAVID

The Little David® LD-24 is the latest in a series of industrial grade, 
high performance case sealers from Little David®. 

This heavy duty fully automatic top and bottom case sealer is 
optimal for large runs of the same size box. Pneumatic fl ap folding, 
compact footprint and fully welded base frame makes it one the 
most reliable and effi cient case sealers on the market. 

Little David® delivers 
high-performance 

packaging equipment.

Versatile- Capable of processing 
void-filled and overstuffed cases at 
high speeds. Accomodates both 2” 
and 3” tape cartridges plus is mirror 
image capable in field.

Quick/Easy Maintenance-
Easy access motors, electrics, and 
belts facilitate quick and easy 
maintenance and repair.  

Performance and Design Features:

High Performance - Random Case Sealing
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The Little David LDX-RTB is the latest in a series of industrial grade, high 
performance case sealers from Little David®. This case sealer is designed to 
seal random assortments of case sizes and is unrivaled in its sheer efficiency, 
easy-of-maintenance, durability, and versatility. 

Case Sealer LDX-RTB

High Performance- Case Sealer 
processes cases between 40%-80% faster 
than the competition-providing the 
efficiency you require. 

Industrial Design- Case hardened 
steel “v” rollers and non-mechanical side 
rail actuation ensure  long-term 
performance and durability.

CASE SEALER

LD-24
FULLY AUTOMATIC CASE SEALING



LD-24
LITTLE DAVID SPECIFICATIONS:

Power Requirements: 
110 volts, 60 cycle, single phase

Air Requirements: 
5 SCFM @ 85 psi

Operating Speed:
100’ per minute (30.49 m/min.)

Closure Material:
Pressure Sensitive Tape

Weight:
800 lbs. (363 kg.), uncrated

CASE CAPACITY:
Length: 6” - 24”
Width: 6” - 18”
Height: 4.5” - 18”

MACHINE DIMENSIONS:
63” high
58” conveyor, 65” overall machine long
48” wide
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PNEUMATIC CASE FOLDING PRECISE BOX CHANGEOVER

Dual side rear fl ap tuckers and 
positive folding of major fl aps
(Not optimal for sealing boxes 
fi lled beyond capacity)

Scaled for exact measurement

OPTIONS OF THE LD-24: STAINLESS STEEL OPTIONS:

• Casters
• Flat Exit Pack Table
• Roller Exit Pack Table
• CF-5 Connection Kit
• Infeed Pack Table

• Main Frame

• Threaded Rods

• Casters

• Leveling Pads
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